
 
DDJ-FLX10 Specifications 

Software rekordbox  
Serato DJ Pro 

Frequency response 20 Hz – 20 kHz 
S/N ratio  110 dB (USB) 

94 dB (LINE) 
83 dB (PHONO) 
81 dB (MIC) 

Total harmonic distortion  0.002 % dB (USB) 
0.007 % (LINE) 
0.025 % (PHONO) 

Input/Output terminals  
  

Inputs LINE x 2 (RCA x 2) 
LINE / PHONO x 2 (RCA x 2) 
MIC x 2 (XLR & 1/4" TRS jack x 1, 1/4" TRS 
jack x 1) 

Outputs MASTER x 2 (XLR x 1, RCA x 1) 
BOOTH x 1 (1/4″ TRS jack x 1) 
PHONES x 2 (1/4" stereo jack x 1, 3.5 mm 
stereo mini jack x 1) 

USB USB Type-C x 2 
Others DMX OUT (3P XLR) x 1 

Power supply AC adapter (DC 12 V) 
Power consumption 1800 mA 

Maximum dimensions (W ｘ D ｘ H)   716 x 400.3 x 73.4 mm / 28.2” x 15.8” x 2.9” 
Weight  6.7 kg / 14.8 lbs. 
Accessories Power cord 

AC adapter 
USB Type-C cable 
Serato voucher（Pitch 'n Time DJ） 
Quick Start Guide 
Precautions for use  
Warranty (selected regions only) 

 
 


