PRODUCT SPECIFICATION

SpeechLine Digital Wireless
CHG 2W - Wireless Charging Base

FEATURES

» Easy wireless charging

» Compatible with SL TableStand 133-S DW, SL Tab-
lestand 153-S DW and SL Boundary 114-S DW

The CHG 2W is a wireless power transmitter. It provides
convenient wireless charging.

ARCHITECT‘S SPECIFICATION

The charging base shall use wireless charging technolo-
gy and shall be capable of wirelessly charging up to two
Sennheiser SL DW tablestands and/or boundary layer
microphones.

The charging base shall operate on 12 V DC input voltage
supplied from an external power supply unit, the input
current shall be maximum 1.67 A. Charging voltage shall be
5V DC, charging current shall be maximum 1 A. The power
consumption shall be 2.5 A.

Charging time for full charge shall be approximately

5 hours. Operating temperature shall range from 5 °C

to 35 °C (41 °F to 95 °F). Dimensions shall be 278 x 190 x
10 mm (10.9" x 7.5" x 0.4"). Weight shall be approximately
525 grams (1.15 lbs).

The charging base shall be the Sennheiser CHG 2W.

DELIVERY INCLUDES

« CHG2W

» External power supply (incl. EU, UK, US and AU
adapters)

« Quick Guide
« Safety Guide

SPECIFICATIONS
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Input voltage 12V DC
Input current 1.67 A
Charging voltage 5vVDC
Charging current max. 1A
Power consumption 25A

Charging time for full
charge

SL Tablestand 133-S DW:

on:5h/off:3h

SL Tablestand 153-S DW:

on:5.5h/off:3h

Operating temperature

5°Cto35°C
(41 °F to 95 °F)

Storage temperature

-40°Cto 80 °C
(-40 °F to 176 °F)

Dimensions 278 x 190 x 10 mm
(10.9" x 7.5" x 0.4")
Weight 525 g (1.15 Ibs)

PRODUCT VARIANTS

CHG 2w

Art. No. 506805
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SpeechLine Digital Wireless
CHG 2W - Wireless Charging Base

DIMENSIONS
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Hohl DC Buchse ID: 0,65mm; AD: 2,6m
barrel DC jack ID: 0,65mm; OD: 2,6mm
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